The frequency selective surfaces(FSSs) with chessboard patterns are proposed and designed for the first time in this paper. We proposed the design parameters like slot and patch size, gap between slots or patches, and dielectric thickness of FSS chessboard unit cell proposed in this paper. Also, we found that the variation of design parameters can be used to control the frequency transmission characteristics like the resonant frequency or bandwidth of FSS. To validate the proposed FSS, we fabricated the proposed FSS with the use of 1.0mm FR4 for the bandpass operation at X-band and measured the transmission characteristics. From the results, the proposed FSS with chessboard type can be widely applied to application of the frequency controllable radome design because we can use the design parameters selectively. 요 약 본 논문에서는 체스판 형태를 갖는 주파수 선택구조를 설계하였다. 주파수 선택구조의 주파수 응답 특성을 변화시키는 변수로서 단위 셀을 구성하는 개구면 및 패치의 크기, 간격, 두께의 변화에 따른 주파수 응답 특성 변화를 관찰하였다. 변수의 변화에 따라서 대역 저 지 및 대역 통과 특성을 얻을 수 있었으며, 공진 주파수 및 대역폭을 제어할 수 있는 설계 변수를 얻을 수 있었다. 설계 결과를 바탕 으로 X-band 공진특성을 갖는 패치 타입의 주파수 선택구조를 두께 1mm의 FR4 기판으로 제작 및 측정하여 설계 결과를 검증하였다. 본 논문에서 제안하는 체스판 형태를 갖는 주파수 선택구조를 사용하게 되면, 원하는 주파수 대역에 따라 주파수를 선택적으로 제어할 수 있는 레이돔과 같은 전자기구조 설계에 유용하게 사용될 것으로 예상된다.

